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EL-LINE LED LUMINARIES

EL-LINE™ Family DATASHEET
FOR EL-LINE LED LUMINARIES MIDBAY-HIGHBAYLIGHT

FOR EXPLOSION PROOF

FOR INDUSRIAL LOCATION



CPC
clear protective
polycarbonate

SB
MOUNTING
TO THE ROTARY
STAPLE

SM
mounting

to the console

UC
mounting

to the plank

HM
mounting

on the cable

TG
flat tempered 

clear glass

EL-Line™

Diffusers

Mounting modules
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CERTIFICATES

ТРТС 012-2011 № RU C-RU.НА65.В.00983/21
ТУ № ИЖЦБ 676.117.045 ТУ

EXPLOSION PROTECTION MARKING

1Ex mb IIC T6 Gb X
Class I Division 2 Groups A, B, C, D
Class I Zone 2  Group IIC
Class II Division 1 and 2 Groups E, F, G
Class II Zone 20, 21, or 22  Group IIC
Class III

MEETS STANDARDS

ГОСТ ISO 9001-2011 (ISO 9001:2008)
ГОСТ 12.2.007.0-75
ГОСТ 14254-2015
ГОСТ 31610.0-2002 (IEC 60079-0:2011)
ГОСТ IEC 60598-1-2017
ТРТС 004/2011
ТРТС 012/2011
ТРТС 020/2011
UL 844  for Use in Hazardous 
(Classified) Locations
UL 1598 Suitable for Wet Locations
CSA C22.2 No. 250.0
CSA C22.2 No. 137

DATA SHEET

MODEL POWER

LUMEN OUTPUT

DIMENSIONS

ENCLOSURE MATERIAL 

COATING

HARDWARE AND MOUNТING

LIGHT SOURCE

COLOR RENDITION INDEX (CRI)

CONSUMPTION CURRENT

ELECTRICAL CONNECTIONS

POWER FACTOR 

THD (total harmonic distortion)

DIFFUSERS MATERIAL  

AMBIENT OPERAТING TEMPERATURE

T-RAIТING FOR (+55°С) 

LIFE TIME

WARRANTY

IP

МАХ. CABLE CORE SECTION

MARINE GRADE STAINLESS STEEL PARTS AND SCREWS

ANODE OXIDATION

COPPER FREE ALUMIMUM ALLOY 

VARIOUS (SEE DRAWINGS) 

NET FIXTURE WEIGHT  

OSRAM LEDs

> 70

-50 С°...+55 С°

10 YEARS

3 YEARS

68

1.5 MM2 (2.5 MM2 - special version)

* - MEASUREMENT TOLERANCE +/- 10%
** - DEPENDING ON THE SECONDARY OPTICS APPLIED (AVAILABLE ONLY FOR VERSION IL)

L, N, PE COMPLETED WITH A CABLE 3X1.5 LONG TIME 5M КГТПХЛ 3Х1,5 (КГТПХЛ 3Х2,5 - special version)

CLEAR PROTECTIVE POLYCARBONATE - CPC, FLAT TEMPERED CLEAR GLASS - TG

VARIOUS (SEE DRAWINGS) 

ENERGY EFFICIENCY

VOLTAGE

40 W
4800 LM (CPC)*
5000 LM (ТG)*

0,25 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
125 LM/W (GВ)*

176-264VAC (50/60HZ)

60 W
7200 LM (CPC)*
7400 LM (ТG)*

0,35 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
123 LM/W (GВ)*

80 W
9600 LM (CPC)*
9900 LM (ТG)*

0,45 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
123 LM/W (GВ)*

100 W
12000 LM (CPC)*
13000 LM (ТG)*

0,56 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
130 LM/W (GВ)*

20 W
2400 LM (CPC)*
2500 LM (ТG)*

0,12 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
125 LM/W (GВ)*

30 W
3400 LM (CPC)*
3500 LM (ТG)*

0,17 A

>  0,95

< 1 %

Т6

113 LM/W (CPC)*
116 LM/W (GВ)*

MODEL EL-LINE-ХХ-40 EL-LINE-ХХ-60 EL-LINE-ХХ-80 EL-LINE-ХХ-100EL-LINE-ХХ-20 EL-LINE-ХХ-30
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MODEL POWER

LUMEN OUTPUT

DIMENSIONS

ENCLOSURE MATERIAL 

COATING

HARDWARE AND MOUNТING

LIGHT SOURCE

ИНДЕКС ЦВЕТОПЕРЕДАЧИ (CRI)

ПОТРЕБЛЯЕМЫЙ ТОК

ELECTRICAL CONNECTIONS

POWER FACTOR 

THD (total harmonic distortion)

DIFFUSERS MATERIAL  

AMBIENT OPERAТING TEMPERATURE

T-RAIТING FOR (+55°С) 

LIFE TIME

WARRANTY

IP

МАХ. CABLE CORE SECTION

MARINE GRADE STAINLESS STEEL PARTS AND SCREWS

ANODE OXIDATION

COPPER FREE ALUMIMUM ALLOY 

VARIOUS (SEE DRAWINGS) 

NET FIXTURE WEIGHT  

OSRAM LEDs

> 70

-50 С°...+55 С°

10 YEARS

3 YEARS

68

1.5 MM2 (2.5 MM2 - special version)

* - MEASUREMENT TOLERANCE +/- 10%
** - DEPENDING ON THE SECONDARY OPTICS APPLIED (AVAILABLE ONLY FOR VERSION IL)

L, N, PE COMPLETED WITH A CABLE 3X1.5 LONG TIME 5M КГТПХЛ 3Х1,5 (КГТПХЛ 3Х2,5 - special version)

CLEAR PROTECTIVE POLYCARBONATE - CPC, FLAT TEMPERED CLEAR GLASS - TG

VARIOUS (SEE DRAWINGS) 

ЭФФЕКТИВНОСТЬ

ВХОДНОЕ НАПРЯЖЕНИЕ 176-264VAC (50/60HZ)

80 W
9600 LM (CPC)*
10000 LM (ТG)*

0,5 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
125 LM/W (GВ)*

120 W
14400 LM (CPC)*
14800 LM (ТG)*

0,7 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
123 LM/W (GВ)*

160 W
18600 LM (CPC)*
19800 LM (ТG)*

0,9 A

>  0,95

< 1 %

Т6

116 LM/W (CPC)*
123 LM/W (GВ)*

200 W
24000 LM (CPC)*
26000 LM (ТG)*

1,12 A

>  0,95

< 1 %

Т6

120 LM/W (CPC)*
130 LM/W (GВ)*

240 W

1,4 A

>  0,96

< 1 %

Т6

116 LM/W (CPC)*
124 LM/W (GВ)*

28000 LM (CPC)*
29800 LM (ТG)*

120 W
14000 LM (CPC)*
14900 LM (ТG)*

0,7 A

>  0,96

< 1 %

Т6

116 LM/W (CPC)*
124 LM/W (GВ)*

MODEL EL-LINE-ХХ-2Х40 EL-LINE-ХХ-2Х60 EL-LINE-ХХ-2Х80 EL-LINE-ХХ-2Х100 EL-LINE-ХХ-2Х120EL-LINE-ХХ-120
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ORDERING INFORMAТION:

2

FAMILY NAME
ENCLOSURE ТУРЕ

1 2 3 4 5 6EL-LINE EX 60 HM CPC 220 7 /OPTIONS

WАТТАGЕ, W3 MOUNТING SOLUТIONS4 REFLECTOR (LENS)5

6 VOLTAGE

ЕХ - EXPLOSION PROOF
IL - INDUSRIAL LOCATION

20 - 20W
30 - 30W
40 - 40W
60 - 60W
80 - 80W
100 - 100W
120 - 120W
2X40 - 80W
2Х60 - 120W
2Х80 - 160W
2Х100 - 200W
2Х120 - 240W

CPC - clear protective polycarbonate
ТG - flat tempered clear glass

HM - cable suspension
SB - swivel bracket
UC - rail mount
SM - console mount

220 - 176-264VAC (50/60Hz)

/ OPTIONS7

- one or more options, below

PART NUMBER EXAMPLE EL-LINE-EX-60-HM-CPC-220

LIGHT DISTRIBUTION DIAGRAMS

SECONDARY OPTICS / option 1

FOR IL PERFORMANCE ONLY - INDUSTRIAL;

COLOUR TEMPERATURE
LIGHTS / option 2

        - cosine LDD, 120° (basic)
D090 - deep LDD, 90°
D060 - deep LDD, 60°
C030 - concentrated LDD, 30°
A142 - asymmetrical КСС, 142°х 52°

          - colour temperature 5000К (basic)
4000К - colour temperature 4000К
3000К - colour temperature 3000К

LDD 120°

COSINE LDD (BASIC)

LDD 142°Х 52°

LDD 90°

DEEP LDD

LDD 60°

DEEP LDD

LDD 30°

CONCENTRATED КСС ASYMMETRICAL КСС

CABLE LENGTH INCLUDED / option 3

- 5m. (basic version)
10m - 10m.
15m - 15m.
20m - 20m.
25m - 25m.

EL-LINE™ Family DATASHEET
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EL-LINE-XX-20-120-SB

EL-LINE-XX-20-120-HM

LL

0,922,5

BB À

3,998

3,486

90°

2,
3

59
,5

3,
4

87

7,
1

18
1,5

ÀÀ0,266,5 0,13R3,25

0,820

0,9524

0,
4

9,
5

1,2
30

Ø6,5 0,26
3 pcs.Ø4,2 0,17

4 pcs.

MOUNTING TO THE ROTARY STAPLE

EL-LINE-XX-120-HM

EL-LINE-XX-100-HM

EL-LINE-XX-80-HM

EL-LINE-XX-60-HM
EL-LINE-XX-40-HM

120

100

80

60
40

1170 [46.06]

980 [38.58]

780 [30.71]

605 [23.82]
415 [16.34]

500 [19.69]

400 [15.75]

300 [11.81]

200 [7.87]
100 [3.94]

1100 [43.31]

900 [35.43]

700 [27.56]

500 [19.69]
300 [11.81]

7.2 [15.87]

6.3 [13.89]

4.5 [9.92]

3.7 [8.16]
3.0 [6.61]

EL-LINE-XX-30-HM 30 415 [16.34] 100 [3.94] 300 [11.81] 3.0 [6.61]

EL-LINE-XX-20-HM 20 415 [16.34] 100 [3.94] 300 [11.81] 3.0 [6.61]

WEIGHT, kg [lb]B маx, мм [in]B мин, мм [in]L, мм [in]POWER, WMARKING

EL-LINE-XX-120-SB

EL-LINE-XX-100-SB

EL-LINE-XX-80-SB

EL-LINE-XX-60-SB
EL-LINE-XX-40-SB

120

100

80

60
40

500 [19.69]

400 [15.75]

300 [11.81]

200 [7.87]
100 [3.94]

1080 [42.52]

880 [34.65]

680[26.77]

480 [18.9]
280 [11.02]

7.5 [16.53]

6.6 [14.55]

4.8 [10.58]

4.0 [8.82]
3.3 [7.28]

1170 [16.34]

980 [16.34]

780 [16.34]

605 [16.34]
415 [16.34]

EL-LINE-XX-30-SB 30 100 [3.94] 280 [11.02] 3.3 [7.28]415 [16.34]

EL-LINE-XX-20-SB 20 100 [3.94] 280 [11.02] 3.3 [7.28]415 [16.34]

WEIGHT, kg [lb]B маx, мм [in]B мин, мм [in]L, мм [in]POWER, WMARKING

EL-LINE™ Family DATASHEET
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E-LOOCH.RU PAGE 6 OF 10215010, RUSSIA, GAGARIN,
ST. KRASNOARMEYSKAYA, 86

CONTACT@E-LOOCH.RU
8-800-700-91-95

L L 

0,922,5

BB

Ø9
0,35

2 pcs.

2,
3

59
,5

3,
4

87

4,
2

10
7,
5

4,
8

12
2,
5

3,
4

86

CABLE MOUNTING



EL-LINE-XX-20-120-SM

EL-LINE-US-20-120-US

EL-LINE-XX-120-US

EL-LINE-XX-100-US

EL-LINE-XX-80-US

EL-LINE-XX-60-US
EL-LINE-XX-40-US

120

100

80

60
40

500 [19.69]

400 [15.75]

300 [11.81]

200 [7.87]
100 [3.94]

1100 [43.31]

900 [35.43]

700 [27.56]

500 [19.69]
300 [11.81]

7.3 [16.09]

6.4 [14.11]

4.6 [10.14]

3.8 [8.38]
3.1 [6.83]

1170 [46.06]

980 [38.58]

780 [30.71]

605 [23.82]
415 [16.34]

EL-LINE-XX-30-US 30 100 [3.94] 300 [11.81] 3.1 [6.83]415 [16.34]

EL-LINE-XX-20-US 20 100 [3.94] 300 [11.81] 3.1 [6.83]415 [16.34]

WEIGHT, kg [lb]B маx, мм [in]B мин, мм [in]L, мм [in]POWER, WMARKING

EL-LINE-XX-120-SM

EL-LINE-XX-100-SM

EL-LINE-XX-80-SM

EL-LINE-XX-60-SM
EL-LINE-XX-40-SM

120

100

80

60
40

320 [12.6]

280 [9.06]

220 [8.66]

160 [6.3]
120 [4.72]

455 [17.91]

345 [13.58]

345 [13.58]

345 [13.58]
345  [13.58]

8.6 [18.96]

7.7 [15.65]

5.9 [13.01]

5.1 [11.24]
4.4 [9.7]

1170 [46.06]

980 [38.58]

780 [30.71]

605 [23.82]
415 [16.34]

WEIGHT, kg [lb]C, мм [in]B, мм [in]L, мм [in]POWER, WMARKING A, мм [in]

430 [16.93]

320 [12.6]

320 [12.6]

320 [12.6]
320 [12.6]

EL-LINE-XX-30-SM 30 120 [4.72] 345  [13.58] 4.4 [9.7]415 [16.34] 320 [12.6]
EL-LINE-XX-20-SM 20 120 [4.72] 345  [13.58] 4.4 [9.7]415 [16.34] 320 [12.6]

LL

6,
9

17
4,
5

7,
6

19
2,
5

B

C

A
B

C

A

0,717

4,
8

12
2,
5 4,

4
11
2 3,

4
87

2,
3

59
,5

3,486

Ø60 2,4

Ø45 1,8
PIPE MIN

PIPE MAX

L 

L/2

L 

L/2

0,922,5

BB

Ø12 0,47
2 pcs.

Ø6,5 0,25
4 pcs.

4,7
120

5,
1

13
0

3,
4

87

2,
3

59
,5

3,486
5,4136

MOUNTING TO THE CONSOLE
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MOUNTING TO THE PLANK



EL-LINE-XX-2X40-2X120-SB

EL-LINE-XX-2X40-2X120-HM

EL-LINE-XX-2X120-HM

EL-LINE-XX-2X100-HM

EL-LINE-XX-2X80-HM

EL-LINE-XX-2X60-HM
EL-LINE-XX-2X40-HM

240

200

160

120
80

14.5 [31.97]

12.7 [28.0]

9.1 [20.06]

7.5 [16.53]
6.1 [13.45]

390 [15.4]

325 [12.8]

260 [10.2]

200 [7.87]
140 [5.5]

1050 [41.3]

860 [33.9]

670 [26.4]

490 [19.3]
300 [11.81]

1170 [46.06]

980 [38.58]

780 [30.71]

605 [23.82]
415 [16.34]

WEIGHT, kg [lb]B маx, мм [in]B мин, мм [in]L, мм [in]POWER, WMARKING

EL-LINE-XX-2X120-SB

EL-LINE-XX-2X100-SB

EL-LINE-XX-2X80-SB

EL-LINE-XX-2X60-SB
EL-LINE-XX-2X40-SB

360 [15.4]

325 [12.8]

260 [10.2]

200 [7.87]
140 [5.5]

1030 [40.6]

840 [33.1]

650[25.6]

470 [18.5]
280 [11.02]

14.8 [32.63]

13.0 [28.66]

9.4 [20.72]

7.8 [17.2]
6.5 [14.33]

1170 [16.34]

980 [16.34]

780 [16.34]

605 [16.34]
415 [16.34]

240

200

160

120
80

WEIGHT, kg [lb]B маx, мм [in]B мин, мм [in]L, мм [in]POWER, WMARKING

LL

22,5 0,9

BB

196 7,7
110 4,3

87
3,
4

59
,5

2,
3 14

3
5,
6

12
7

5,
0

LL

22,5 0,9

B

À

B

À

21
1,5

8,
3

87
3,
4

59
,5

2,
5

110 4,3
196 7,7
213 8,4

ÀÀ

25 0,98
R3,25 0,13

25 0,98

4,2 0,17

R2,1 0,87

6,5 0,25

10
0

3,
94

50
1,9

6

Ø6,5 0,25
2 pcs.

7
0,
28

2 
pc

s.

3,
5

0,
14

4 
pc

s.

MOUNTING TO THE ROTARY STAPLE

CABLE MOUNTING
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EL-LINE-XX-2X40-2X120-SM

EL-LINE-US-2X40-2X120-US

EL-LINE-XX-2X120-US

EL-LINE-XX-2X100-US

EL-LINE-XX-2X80-US

EL-LINE-XX-2X60-US
EL-LINE-XX-2X40-US

390 [15.4]

325 [12.8]

260 [10.2]

200 [7.87]
140 [5.5]

1040 [40.9]

850 [33.5]

660 [26.0]

480 [18.9]
290 [11.4]

14.7 [32.41]

12.5 [27.56]

9.3 [20.30]

7.7 [16.98]
6.3 [13.89]

1170 [46.06]

980 [38.58]

780 [30.71]

605 [23.82]
415 [16.34]

240

200

160

120
80

WEIGHT, kg [lb]B маx, мм [in]B мин, мм [in]L, мм [in]POWER, WMARKING

EL-LINE-XX-2X120-SM

EL-LINE-XX-2X100-SM

EL-LINE-XX-2X80-SM

EL-LINE-XX-2X60-SM
EL-LINE-XX-2X40-SM

400 [15.7]

350 [13.8]

290 [11.4]

210 [8.3]
130 [5.1]

462 [18.2]

462 [18.2]

352  [13.9]

352  [13.9]
352  [13.9]

16.5 [36.38]

14.7 [32.41]

11.1 [24.47]

9.5 [20.94]
8.1 [17.86]

1170 [46.06]

980 [38.58]

780 [30.71]

605 [23.82]
415 [16.34]

WEIGHT, kg  [lb]C, мм [in]B, мм [in]L, мм [in]MARKINGMARKING A, мм [in]

437 [17.2]

437 [17.2]

327 [12.9]

327 [12.9]
327 [12.9]

240

200

160

120
80

LL

17
0,
5

6,
7

A
B

C

A
B

C

17 0,67

Ø60 2,4

Ø45 1,8
PIPE MIN

PIPE MAX

100 3,9

87
3,
4

186 7,3

59
,5

2,
314
3,
5

5,
6

13
3

5,
2

L L 

22,5 0,9

BB

216
8,5

Ø8,5 0,33
6 pcs.

110 3,4
196 7,7

240 9,4

59
,5

2,
3

87
3,
4

13
5

5,
1
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MOUNTING TO THE PLANK

MOUNTING TO THE CONSOLE
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CONTACTS

(800) 700-9195
CONTACT@E-LOOCH.RU
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ST. KRASNOARMEYSKAYA, 86


