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ПЛАФОН™ Family DATASHEET
FOR ПЛАФОН LED LUMINARIES AREALIGHT

FOR EXPLOSION PROOF

FOR INDUSRIAL LOCATION



DATA SHEET

MODEL POWER

LUMEN OUTPUT

DIMENSIONS

ENCLOSURE MATERIAL 

COATING

HARDWARE AND MOUNТING

LIGHT SOURCE

COLOR RENDITION INDEX (CRI)

CONSUMPTION CURRENT

ENERGY EFFICIENCY

VOLTAGE

ELECTRICAL CONNECTIONS

POWER FACTOR 

THD (total harmonic distortion)

AMBIENT OPERAТING TEMPERATURE

T-RAIТING FOR (+55°С) 

LIFE TIME

WARRANTY

IP

МАХ. CABLE CORE SECTION

MARINE GRADE STAINLESS STEEL PARTS AND SCREWS

POLYESTER POWDER COATING

COPPER FREE ALUMIMUM ALLOY 

VARIOUS (SEE DRAWINGS) 

NET FIXTURE WEIGHT 

OSRAM LEDs

> 70

10 YEARS

5 YEARS

66
2,5 ММ2 - BASIC VERSION
4 ММ2 - OPTION /4ММКВ

* - MEASUREMENT TOLERANCE +/- 10%
** - WITH 0-10 VDC DIMMING 

EXPLOSION PROTECTION MARKING

CERTIFICATES

ST.RU C-RU.НА65.В.00983/21
ST.RU C-RU.НА65.В.01047/21
ТУ 16-676.147-2008
ТУ 16-676.147-2021
РМРС №16.00128.120

1Ex db IIC T6/T5 Gb 
1Ex db IIC T6/T5 Gb X 
Ex td IIIC T75°...85°C Db 
Ex td IIIC T75°...85°C Db X
Class I Div. 1 Groups C, D
Class I Div. 2 Groups A, B, C, D
Class II Div. 1 and 2 Groups E, F, G
Class III

MEETS STANDARDS

ГОСТ ISO 9001-2011 (ISO 9001:2008)
ГОСТ 12.2.007.0-75
ГОСТ 14254-96 (МЭК 529-89)
ГОСТ 31610.0-2002 (IEC 60079-0:2011)
ГОСТ 31610.1-2002 (IEC 60079-1:2011)
ГОСТ Р МЭК 60598-1-2017
ТРТС 004/2011
ТРТС 012/2011
ТРТС 020/2011
UL 844
UL1598
UL 1598A
CSA 22.2 No.137
CSA 22.2 No.250.0

L, N, PE

APPLICAТION

Jelly Jar replacements
CID1 Explosion Proof Location
Locations requiring continuous and 
consistent light levels in extreme heat or cold.
Hazardous Storage
Marine, Engine and Battery Rooms

8 W
800 LM (П16)*
900 LM (С05)*

0,05 A
100 LM/W (П16)*
112 LM/W (С05)*

>  0,95

< 5 %

-60 С°...+55 С°

Т6

170-280VAC (50/60HZ)
27-45VAC (50/60HZ)
20-30VDC
10-14VDC

15 W
2000 LM (П16)*
2100 LM (С05)*

0,09 A
133 LM/W (П16)*
140 LM/W (С05)*

>  0,95

< 5 %

-60 С°...+55 С°

Т6

170-280VAC (50/60HZ)
100-280VAC (50/60HZ)
27-45VAC (50/60HZ)
20-30VDC
10-14VDC

20 W
2500 LM (П16)*
2600 LM (С05)*

0,12 A
125 LM/W (П16)*
130 LM/W (С05)*

>  0,95

< 5 %

-60 С°...+55 С°

Т5

170-280VAC (50/60HZ)
100-280VAC (50/60HZ)
27-45VDC (50/60Гц)
15-36VDC

DIFFUSERS MATERIAL  PROTECTIVE POLYCARBONATE (CLEAR - П16, MATTE - П80), FLAT TEMPERED CLEAR GLASS - (WITHOUT GRID - С05, WITH MESH - СС5)

VARIOUS (SEE DRAWINGS) 
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ORDERING INFORMAТION:

2 ENCLOSURE ТУРЕ

1 2 3 4 5 6 7 8ПЛАФОН ВС 20 ПС П16 ПВ 25 MP209 /OPTIONS

WАТТАGЕ, W3 MOUNТING SOLUТIONS4 REFLECTOR (LENS)5

ВС - EXPLOSION PROOF
ПС - INDUSRIAL LOCATION

8 - 8W
15 - 15W
20 - 20W

П16 - clear protective polycarbonate
С05 - flat tempered clear glass
СС5 - flat tempered clear glass
           and mesh
П80 - matt polycarbonate,
         light transmission 80%;*

П - FLOOR MOUNTING
SS - FLOOR MOUNTING TYPE 2
ПС - MOUNTING ON ROTARY BRACKET
РБ - EYE BOLT MOUNTING
РК - EYE-HOOK MOUNTING
ТМ - INSTALLATION ON VERTICAL 
        PIPE 3/4 ''
ПСТ50 - MOUNTING ON HORIZONTAL 
               PIPE 45-57MM
ПСТ60 - MOUNTING ON HORIZONTAL 
               PIPE 60-63MM

6 NUMBER OF CAB. GLANDS

ПВ - 1 cable gland
ТР - 2 cable glands

CABLE DIAMETER8

20S16 - ⌀ 3,1 - 8,6mm
20S -  ⌀ 3,1 - 11,7mm 
20 - ⌀ 6,5 - 13,9mm 
25 - ⌀ 11,1 - 19,9mm 

TYPE OF CAB. GLANDS9

О - unarmored cable
B - armored cable
МР10 - in metal hose dia.10mm
МР12 - in metal hose dia.12mm
МР15 - in metal hose dia.15mm
МР20 - in metal hose dia.20mm
Т20 - in pipe M20/1.5
Т25 - in pipe M25/1.5
Т1 - in pipe G1/2’’
Т2 - in pipe G3/4’’

/ OPTIONS10

- one or more options, below

* - APPLICABLE ONLY FOR VERSION OF ПС - INDUSRIAL LOCATION version

230 10

7 VOLTAGE

230 - 230/220VAC (50/60HZ)
127 - 127VAC (50/60HZ)
036 - 36VAC (50/60HZ)
024 - 24VDC
012 - 12VDC

LIGHT DISTRIBUTION DIAGRAMS

КСС 120°

COSINE LDD (BASIC)

LDD 90°

DEEP LDD

LDD 60°

DEEP LDD

LDD 25°

CONCENTRATED LDD

LDD 17°

CONCENTRATED LDD

SECONDARY OPTICS / option 1

        - cosine LDD, 120° (basic)
D090 - deep LDD, 90°
D060 - deep LDD, 60°
C025 - concentrated LDD, 25°
C017 - concentrated LDD, 17°

ЦВЕТОВАЯ ТЕМПЕРАТУРА 
СВЕЧЕНИЯ / опция 3

          - colour temperature 5000К (basic)
4000К - colour temperature 4000К
3000К - colour temperature 3000К

RMRS / option 2

- without RMRS acceptance (basic version)
РМРС - with RMRS acceptance

MAX. SECTION OF SUPPLY CABLE CORE / option 4

- UP TO 2.5mm2
4,0MMKB - UP TO 4.0mm2
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ПЛАФОН ВС/ПС-8/15/20-П

FLOOR MOUNTING П

FIXTURE WEIGHT: 
1,15 kg / 1,45 kg / 1,45 kg
2,54 lb /  3,20 lb /  3,20 lb 

ПЛАФОН ВС/ПС-8/15/20-SS

FLOOR MOUNTING SS

FIXTURE WEIGHT: 
1,20 kg / 1,40 kg / 1,50 kg
2,65 lb /  3,09 lb /  3,31 lb 

ПЛАФОН ВС/ПС-8/15/20-ПС

MOUNTING ON ROTARY BRACKET

FIXTURE WEIGHT: 
1,40 kg / 1,70 kg / 1,75 kg
3,09 lb /  3,75 lb /  3,86 lb 

179
7,04

DIFFUSER Н, mm [ in ]

П16

С05

СС5

85 [3,34]

80 [3,15]

100 [3,93]

DIFFUSER Н, mm [ in ]

П16

С05

СС5

103 [4,05]

98 [3,85]

118 [4,64]

DIFFUSER Н, mm [ in ]

П16

С05

СС5

160 [6,29]

155 [6,1]

175 [6,89]

Ø145
5,7

Ø145
5,7

H
H

Ø145
5,7

H

150
5,9

134
5,27

2 pcs.

2 pcs.

9
0,35

4,5
0,17

8
0,31

153
6,02

45° 45°
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ПЛАФОН ВС/ПС-8/15/20-РБ

EYE BOLT MOUNTING

FIXTURE WEIGHT: 
1,20 kg / 1,50 kg / 1,50 kg
2,67 lb /  3,31 lb /  3,31 lb 

ПЛАФОН ВС/ПС-8/15/20-РК

EYE-HOOK MOUNTING

FIXTURE WEIGHT: 
1,20 kg / 1,10 kg / 1,15 kg
2,67 lb /  2,43 lb /  2,54 lb 

ПЛАФОН ВС/ПС-8/15/20-ТМ

INSTALLATION ON VERTICAL PIPE 3/4 ''

FIXTURE WEIGHT: 
1,80 kg / 1,95 kg / 2,00 kg
3,97 lb /  4,30 lb / 4,41 lb 

DIFFUSER Н, mm [ in ]

П16

С05

СС5

144 [5,66]

139 [5,47]

159 [6,26]

DIFFUSER Н, mm [ in ]

П16

С05

СС5

140 [5,51]

135 [5,31]

155 [6,10]

DIFFUSER Н, mm [ in ]

П16

С05

СС5

130 [5,11]

125 [4,92]

145 [5,7]

Ø16 [0,63]

Ø145
5,7

H

35 1,3
7

Ø18 [0,7]

Ø145
5,7

H

46 1,8
1

H

Pipe

G 3/4’’

Ø30 [1,18]

Cable

R40 [1,57]

Ø
10
 [
0,
39

]
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ПЛАФОН ВС/ПС-8/15/20-ПСТ60

MOUNTING ON HORIZONTAL PIPE 60-63MM

FIXTURE WEIGHT: 
1,51 kg / 1,81 kg / 1,81 kg
3,33 lb /  3,99 lb /  3,99 lb 

ПЛАФОН ВС/ПС-8/15/20-ПСТ50

MOUNTING ON HORIZONTAL PIPE 45-57MM

FIXTURE WEIGHT: 
1,80 kg / 1,95 kg / 2,00 kg
3,97 lb /  4,30 lb /  4,41 lb 

Ø145
5,7

Ø145
5,7

Ø60-63 
[2,36-2,4

8]

Ø
11
0

4,
33

45°45°

DIFFUSER Н, mm [ in ]

П16

С05

СС5

225 [8,85]

220 [8,66]

240 [9,44]

DIFFUSER Н, mm [ in ]

П16

С05

СС5

242 [9,52]

237 [9,33]

257 [10,11]

H

H
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ПЛАФОН ПС-8/15/20-П-П80

FLOOR MOUNTING П

FIXTURE WEIGHT: 
2,54 lb (15 kg)

ПЛАФОН ПС-8/15/20-SS-П80

FLOOR MOUNTING SS

FIXTURE WEIGHT: 
2,65 lb (1,2 kg)

ПЛАФОН ПС-8/15/20-ПС-П80

MOUNTING ON ROTARY BRACKET

FIXTURE WEIGHT: 
3,09 lb (1,4 kg)

150
5,9

134
5,27

2 pcs.

9
0,35

4,5
0,17

Ø145
5,7

179
7,04

Ø145
5,7

2 pcs.8

0,31

153
6,02

Ø145
5,7

19
0

7,
48

45° 45°

11
5

4,
52

13
3

5,
23
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ПЛАФОН ПС-8/15/20-РБ-П80

EYE BOLT MOUNTING

FIXTURE WEIGHT: 
2,65 lb (1,2 kg)

ПЛАФОН ПС-8/15/20-РК-П80

EYE-HOOK MOUNTING

FIXTURE WEIGHT: 
6,65 lb (1,2 kg)

ПЛАФОН ПС-8/15/20-ТМ-П80

INSTALLATION ON VERTICAL PIPE 3/4 ''

FIXTURE WEIGHT: 
3,97 lb (1,8 kg)

Pipe

G 3/4’’

Ø30 [1,18]

Cable

R40 [1,57]

Ø
10
 [
0,
39

]

Ø16 [0,63]

Ø145
5,7

35 1,3
7

Ø18 [0,7]

Ø145
5,7

46 1,8
1

17
0

6,
69

16
0

6,
29

17
4

6,
85
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ПЛАФОН ПС-8/15/20-ПСТ60-П80

MOUNTING ON HORIZONTAL PIPE 60-63MM

FIXTURE WEIGHT: 
3,33 lb (1,51 kg)

ПЛАФОН ПС-8/15/20-ПСТ50-П80

MOUNTING ON HORIZONTAL PIPE 45-57MM

FIXTURE WEIGHT: 
3,97 lb (1,8 kg)

Ø145
5,7

45°45°

Ø145
5,7

Ø60-63 
[2,36-2,4

8]

Ø
11
0

4,
33

27
2

10
,7

25
5
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,0
3
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CONTACTS

(800) 700-9195
CONTACT@E-LOOCH.RU

215010, RUSSIA, GAGARIN,
ST. KRASNOARMEYSKAYA, 86


